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a b s t r a c t

A two-dimensional (2D) coupledmodel is developed for the simulation of dendritic growth
during alloy solidification in the presence of forced and natural convection. Instead of
conventional continuum-based Navier–Stokes (NS) solvers, the present model adopts
a kinetic-based lattice Boltzmann method (LBM), which describes flow dynamics by
the evolution of distribution functions of moving pseudo-particles, for the numerical
computations of flow dynamics as well as thermal and solutal transport. The dendritic
growth is modeled using a solutal equilibrium approach previously proposed by Zhu
and Stefanescu (ZS), in which the evolution of the solid/liquid interface is driven by
the difference between the local equilibrium composition and the local actual liquid
composition. The local equilibrium composition is calculated from the local temperature
and curvature. The local temperature and actual liquid composition, controlled by
both diffusion and convection, are obtained by solving the LB equations using the
lattice Bhatnagar–Gross–Krook (LBGK) scheme. Detailed model validation is performed
by comparing the simulations with analytical predictions, which demonstrates the
quantitative capability of the proposed model. Furthermore, the convective dendritic
growth features predicted by the present model are compared with those obtained from
the Zhu–Stefanescu and Navier–Stokes (ZS–NS)model, in which the fluid flow is calculated
using an NS solver. It is found that the evolution of the solid fraction of dendritic growth
calculated by both models coincides well. However, the present model has the significant
advantages of numerical stability and computational efficiency for the simulation of
dendritic growth with melt convection.

© 2010 Elsevier Ltd. All rights reserved.

1. Introduction

In most solidification processes, some degree of fluidmotion is nearly always present, caused either by natural buoyancy
or forced convection. It is known that fluid flow might significantly perturb solute and temperature distributions, which
dominates the evolution of solidificationmicrostructures. Over the last decade, numerical studies on the interaction between
melt convection and dendritic growth in pure materials and alloys have been performed based on the methods of phase
field [1,2], level set [3], or cellular automata [4], usually coupled to the solution of the Navier–Stokes (NS) equations. Since
the NS solvers are mean-field continuum-based approaches, it is not straightforward to properly handle the discontinuous
flow velocity at themoving solid/liquid (SL) interface. The fluid flow calculationmay be difficult to converge as the dendritic
morphology becomes complicated with increasing solid fraction.
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During the past two decades, the lattice Boltzmann method (LBM) has developed rapidly as a new and powerful tool for
the numerical calculation of fluid flow, heat transport and solute transport. Compared to the conventional computational
fluid dynamics, LBMhas the particularmerits of higher computational efficiency andbetter numerical stability for simulating
complex fluid systems, such as multi-phase and multi-component flow phenomena under complicated geometrical
boundary conditions. LBM is a kinetic-based approach that considers flows to be composed of a collection of pseudo-
particles represented by a distribution function [5–8]. In this approach, the viscous fluid flow evolves automatically from
the intrinsic particle streaming and collision processes by simulating the interaction of a limited number of particles [5].
Since LBM describes fluid motion at the level of the distribution functions, it can be incorporated naturally with the related
simulation techniques for crystal growth in a fluid flow. Miller et al. [9] and Medvedev et al. [10] introduced phase field
(PF) based models into the framework of LBM for the simulation of convective dendritic growth in a pure substance where
the driving force for the phase transformation is thermal undercooling. However, few studies have been reported about
applying LBM to simulate the dendritic growth in the presence of melt flow during alloy solidification. Recently, the present
authors developed LBM-based models for the simulation of solutal dendritic growth of alloys in the presence of forced
convection [11,12]. Themodels adopt LBM for numerically solving both forced fluid flow and solute transport. The kinetics of
dendritic growth is determined by using a local interface composition equilibrium approach [11], or by the Gibbs–Thomson
equation [12], respectively.

In this work the previously proposed LBM-based model [11] is extended to include heat transport and natural flow for
the simulation of dendritic growth during alloy solidification, under consideration of forced and natural melt convection.
In the proposed model, LBM is used to simultaneously calculate the melt flow, solutal transport, and thermal transport.
The kinetics of the solid–liquid (SL) interface evolution is determined by the approach previously proposed by Zhu and
Stefanescu (ZS) [13], which allows the accurate simulation of dendritic growth from the initial unstable stage to the steady-
state stage without the requirement to include an additional kinetic parameter. We present the model details, validations
through the comparison of the simulations to analytical predictions, and simulated single and multi-equiaxed dendrites.

2. Model description and numerical algorithm

In the presentwork, convective dendritic growth of binary alloys is considered to take place in the low Péclet number and
low Reynolds number regime. The driving force for dendritic growth is determined according to the difference between the
local equilibrium composition, calculated from the local temperature and curvature, and the local actual liquid composition.
The local temperature and actual liquid composition are obtainedby solving the thermal and solutal transport using LBM. The
governing equations and numerical algorithms for calculating fluid flow, solute and temperature fields, interface curvature,
crystallographic anisotropy and growth kinetics are described below.

2.1. Lattice Boltzmann method for calculating fluid flow, solutal transport, and thermal transport

In the presentwork, the LBM is adopted for numerically calculating fluid flow by solving the discrete Boltzmann equation
on a lattice. According to the BGK approximation, the lattice Boltzmann equation (LBE), with consideration of a force term,
can be expressed as [5,14]:

fi (x + ei1t, t + 1t) − fi(x, t) = −

fi(x, t) − f eqi (x, t)


/τ + Fi(x, t) (1)

where fi(x, t) is the particle distribution function (PDF) representing the probability of finding a particle at location, x, at
time, t, ei is the discrete moving velocity of the pseudo-particle, 1t is the time step, τ is the relaxation time, f eqi (x, t) is the
equilibrium PDF (EPDF), and Fi(x, t) is the force term caused by the internal interaction or external fields.

LBM can also be used to simulate solute and thermal transport due to convection and diffusion. Similar to the LBE for
fluid flow, the LBEs for solute and thermal transport with PDFs, gi(x, t), hi(x, t), and source terms, Gi(x, t),Hi(x, t), can be
written as [8]:

gi (x + ei1t, t + 1t) − gi(x, t) = −

gi(x, t) − geq

i (x, t)

/τD + Gi(x, t) (2)

hi (x + ei1t, t + 1t) − hi(x, t) = −

hi(x, t) − heq

i (x, t)

/τα + Hi(x, t) (3)

where τD, τα , and geq
i (x, t), heq

i (x, t) are the relaxation times and the EPDFs for solutal and thermal transport, respectively.
The source terms, Gi(x, t),Hi(x, t), in Eqs. (2) and (3) denote the rejected solute content and the released latent heat during
dendritic growth.

A widely used 2D nine-velocity (D2Q9) scheme [5] is employed in the present work, in which the space is discretized
into a square lattice including nine discrete velocities, ei, given as

ei =


(0, 0), i = 0,
(cos θi, sin θi)c, θi = (i − 1)π/2, i = 1, 2, 3, 4,
√
2(cos θi, sin θi)c, θi = (i − 5)π/2 + π/4, i = 5, 6, 7, 8

(4)
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where c = 1x/1t is the lattice speed, 1x is the lattice spacing. The macroscopic variables such as fluid density, ρ, velocity,
u, composition, Cl, and temperature, T , can be calculated from the relevant PDFs, respectively:

ρ =

−
i

fi, ρu =

−
i

fiei + F1t/2, Cl =

−
i

gi, T =

−
i

hi (5)

where F is the buoyancy force. According to the Boussinesq assumption, the buoyancy force can be expressed as

F = −gρ0βT (T − T0) − gρ0βC (Cl − C0) (6)

where ρ0 is the fluid density at temperature T0 and composition C0, g is the gravitation acceleration, and βC and βT are the
expansion coefficients for composition and temperature. The force term in Eq. (1) can be expressed as [14]

Fi(x, t) =


1 −

1
2τ


wi

[
3
ei − u
c2

+ 9
ei · u
c4

ei

]
· F1t (7)

where wi are the weight coefficients given by w0 = 4/9, w1−4 = 1/9 and w5−8 = 1/36. In the D2Q9 scheme of LBM, the
EPDFs in Eqs. (1)–(3) are defined as

f eqi (x, t) = wiρ

1 + 3(ei · u)/c2 + 4.5(ei · u)2/c4 − 1.5u2/c2


(8)

geq
i (x, t) = wiC


1 + 3(ei · u)/c2 + 4.5(ei · u)2/c4 − 1.5u2/c2


(9)

heq
i (x, t) = wiT


1 + 3(ei · u)/c2 + 4.5(ei · u)2/c4 − 1.5u2/c2


. (10)

According to the Chapman–Enskog analysis, the kinematic viscosity, ν, solutal diffusivity, D, and thermal diffusivity, α,
are related to the relaxation times, τ , τD, and τα , respectively:

ν = c21t(τ − 1/2)/3, D = c21t(τD − 1/2)/3, α = c21t(τα − 1/2)/3. (11)

To calculate the unknown particle distribution functions at the boundary nodes of a 2D domain {(x, y)|0 ≤ x ≤ L, 0 ≤

y ≤ L}, the following boundary conditions are adopted. For the case of forced convection, the undercooledmelt flows into the
domain from the left-hand surface with a uniform inlet velocity u(x, y)|x=0 = (Uin, 0) and flows out from the right-hand
wall with ∂xux|x=L = 0. The non-equilibrium extrapolation scheme [15] is used to treat the inlet and outlet boundaries,
whereas the periodic boundary conditions are imposed on the top and bottomwalls. For the case of natural convection, four
surfaces of the domain are treated as solidwalls by imposing the bounce-back rule. The temperature at the boundary is fixed
at T0. Since there is no convection in the solid and the solute diffusion in the solid is neglected, the bounce-back scheme is
applied at the SL interface for both fluid flow and solutal field calculation. The zero-flux boundary condition of ∂xC |x=0,L = 0
and ∂yC |y=0,L = 0 for solutal transfer is implemented on the four surfaces of the calculation domain.

2.2. Solution of the phase fraction evolution

As described previously, the driving force for dendritic growth is considered to be controlled by the difference between
the local interface equilibrium composition and the local actual liquid composition. According to the thermodynamic
concept of local equilibrium between liquid and solid phases, the interface equilibrium composition, C∗

l , can be calculated
by

C∗

l = C0 +

T ∗

l − T eq
l + Γ K [1 − 15ε cos 4(θ − θ0)]


/m (12)

where T ∗

l is the interface temperature, T eq
l is the equilibrium liquidus temperature at the initial composition, C0, ε is the

degree of anisotropy of the surface tension, m is the liquidus slope of phase diagram, Γ is the Gibbs–Thomson coefficient,
K is the curvature of the SL interface, θ is the growth angle between the normal to the interface and the x-axis, and θ0 is
the angle of the preferential growth direction with respect to the x-axis. By solving Eqs. (1)–(3), (5), (6) and (11) within the
LBM framework, the interface temperature, T ∗

l , in Eq. (12) and the local actual liquid composition, Cl, can be obtained. Then,
the local interface equilibrium composition, C∗

l , calculated by Eq. (12) is compared to the local actual liquid composition,
Cl. If the difference satisfies 1C = C∗

l − Cl > 0 in an interface cell, the solid fraction will increase. According to the solute
equilibrium condition at the interface, during one time step interval, 1t , the increased solid fraction, 1φs, of an interface
cell can be evaluated by 1φs = (C∗

l − Cl)/[C∗

l (1− k)], where k is the solute partition coefficient. As solid fraction increases,
solute is rejected at the SL interface. Solute partition between liquid and solid at the SL interface is considered according to
Cs = kCl. The released solute and latent heat in an interface cell at each time step can be evaluated as 1Cl = 1φsCl(1 − k)
and1T = 1φs1H/Cp, respectively. Here,1H is the volumetric latent heat and Cp is the specific heat. Thus, the source terms
in Eqs. (2) and (3) can be calculated with Gi(x, t) = wi1φsCl(1−k) andHi(x, t) = wi1φs1H/Cp. If the cell is fully solidified,
the rejected solute amount,wi1φsCl(1−k), is added to the solute distribution function of its surrounding neighbor interface
or liquid cells. When the sum of the solid fraction in an interface cell equals one, the state of this cell is assigned as solid
and its surrounding liquid cells are explicitly captured as the new interface cells. However, the exact SL front is implicitly
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Fig. 1. Simulated morphologies of a dendrite freely growing in an undercooled melt (1T = 0.8 K) without convection ((a) and (b), the growth time is
1.0845 s) and with natural convection ((c) and (d), the growth time is 0.7768 s) for a binary alloy (C0 = 0.4 mol%). Here, (a) and (c) show the solutal field,
and (b) and (d) show the thermal field, for Fs = 0.09. The velocity vector plots indicate the strength and direction of natural flow (Fs: global solid volume
fraction in the domain).

scaled by the solid fractionwithin each interface cell. The local interface curvature, K , and the growth angle, θ , are calculated
according to the solid fraction gradient at the SL interface with the equations:

K =

2∂xφs∂yφs∂

2
xyφs − (∂xφs)

2∂2
y φs − (∂yφs)

2∂2
x φs

·

(∂xφs)

2
+ (∂yφs)

2−3/2
(13)

θ = arccos ∂xφs

(∂xφs)

2
+ (∂yφs)

2−1/2
. (14)

The present model can simulate dendritic morphology with various preferential crystallographic orientations. However,
since the trapping rule for new interface cells is based on a cellular automaton (CA) approach, and the interface curvature is
calculated by the partial derivatives of solid fraction with respect to the x- and y-axes (Eq. (13)), which might yield different
curvature values along the different directions, the presentmodel for simulating dendritic growth still reveals some artificial
anisotropy of the CA square mesh.

3. Results and discussion

3.1. Dendritic growth in conjunction with natural convection

Natural buoyancy convection resulting from the density difference due to the thermal and the solutal gradient can be
characterized by the dimensionless thermal Rayleigh number RaT ≡ gβT1TRaL3/(να) and the composition Rayleigh number
RaC ≡ gβC1CRaL3/(νD), where 1TRa = T ∗

t − T0 is the difference between the steady-state upstream tip temperature and
initial temperature, 1CRa = C∗

t − C0 is the difference between the steady-state upstream tip concentration and initial
concentration, and L is the domain length. Simulations were performed to study the effects of natural buoyancy on the free
dendritic growth in an undercooled melt. The calculation domain consists of 400× 400 meshes with a mesh size of 0.5µm.
Fig. 1 presents the simulatedmorphologies of a single dendrite freely growing in an undercooledmelt of1T = 0.8Kwithout
convection (Fig. 1 (a) and (b)) and with natural convection (Fig. 1 (c) and (d)) for a binary alloy with C0 = 0.4 mol%. The
parameters used for these simulations are as follows: k = 0.1, m = −2.3 K/(mol%), Γ = 6.9 × 10−8mK, ε = 0.0267,
1H = 5×103 J/m3, Cp = 1940 J/(m3

·K), ν = 6.0×10−9 m2/s, D = 1.0×10−9 m2/s, α = 3.0×10−9 m2/s. In the case of
natural convection, the Rayleigh numbers are taken as RaC = RaT = 5 × 103. The relaxation time for fluid flow calculation,
LBM time step, and dendritic growth time step are taken as τ = 2.0, 1t1 = 2.083 × 10−5 s, and 1t2 = 6.249 × 10−5 s,
respectively. It can be seen from Fig. 1 (a) and (b) that in a purely diffusive environment the symmetrical composition
field, temperature field, and dendritic morphology can be obtained. Since the thermal diffusivity is larger than the solutal
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Fig. 2. Tip velocities versus time for the cases of Fig. 1.

diffusivity, the thermal diffusion layer is wider than the solute diffusion layer. On the other hand, when the buoyancy effect
caused by gravity is considered, the buoyancy convection carries the solute and heat released at the interface away from
the upstream (lower) region to the downstream (upper) region, resulting in the asymmetrical composition and temperature
fields. According to Eq. (12), the lower the interface temperature, T ∗

l , the higher the interface equilibrium composition, C∗

l ,
will be. Together with a reduced actual composition, Cl, at the interface of the upstream tip, the difference of 1C = C∗

l − Cl
in the upstream tip will be larger than that in the downstream tip, leading to a higher growth velocity of the upstream tip
compared to the downstream tip. The upstream arm is thus rapidly developed, whereas the growth of the downstream arm
is retarded. Fig. 2 indicates the evolution of the tip velocities corresponding to the cases of Fig. 1. As shown, all tip velocities
start from a large value and decrease rapidly. After a transient period, the velocities of different tips reach approximately
stable values with different levels. The steady-state velocities of the upstream and downstream tips are higher and lower
than that without flow, respectively. Moreover, the downstream tip needs a longer time to approach the steady state. The
horizontal tip has an intermediate tip velocity that is close to the one without convection.

To validate the present model, we derived the modified 2D thermal and solutal Ivantsov solutions, including the effects
of convection according to the method given in Ref. [16], and they are given by

ΩT =


πPT exp(PT )


erfc


PT


− erfc


PT (1 + 2δT/R)


(15)

ΩC =


πPC exp (PC )


erfc


PC


− erfc


PC (1 + 2δC/R)


(16)

where ΩT is the dimensionless thermal undercooling, ΩC is the dimensionless solutal supersaturation, PT ≡ VR/(2α) and
PC ≡ VR/(2D) are the thermal and solutal Péclet numbers, and V and R are the tip velocity and radius. δT and δC are the
thickness of the thermal and solutal layers, which can be computed as

δC

R
= λRa−1/4

C


1 +

√
Le
N

−1/4

(17)

δT

R
= λRa−1/4

T


1 +

N
√
Le

−1/4

(18)

where Le is the Lewis number (Le ≡ α/D). The coefficient λ is chosen to be 2.2 [17]. The buoyancy numberN can be obtained
as

N =
βC (C∗

t − C0)

βT (T ∗
t − T0)

(19)

where C∗
t and T ∗

t are the concentration and the temperature in the liquid at the dendritic tip. Substituting the modified
Ivantsov solutions into the 2D Lipton–Glicksman–Kurz (LGK) model, according to the method proposed in Ref. [17], the
analytical predictions of the steady-state velocity and radius of the upstream tip in the presence of natural convection
can be obtained. To solve the modified LGK model, the selection parameter, σ ∗, is determined according to the linearized
solvability theory [18] that considers σ ∗ as a function of the anisotropy parameter, ε. For ε = 0.0267, used in this work, the
corresponding value of σ ∗ by the linearized solvability model is 0.1065. Table 1 presents a comparison between simulations
and analytic results for the steady-state velocities and radii of the upstream tip at various initial compositions in the presence
of natural convectionwith the Rayleigh numbers RaT = RaC = 5.0×103. The tip radii are obtained using a parabolic fit to the
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Table 1
Comparison between simulations and analytical predictions for the steady-state velocities and radii, and the simulated selection parameters, σ ∗ , of the
upstream tip at various initial compositions (1T = 0.8 K, RaT = RaC = 5.0 × 103).

C0 (mol%) Velocity (10−5 m/s) Radius (10−6 m) σ ∗

Theory Simulation Theory Simulation Simulation

0.4 8.923 9.004 2.144 1.795 0.1415
0.5 7.954 6.857 2.117 1.750 0.1717
0.6 7.179 5.783 2.096 1.667 0.1997
0.7 6.545 5.283 2.081 1.654 0.1983

simulated dendritic shape as described in Ref. [13]. The values of the selection parameter, σ ∗, calculated from the simulated
tip velocities and radii according to the LGK definition, are also given in Table 1. It is noted that the simulated tip velocities
and radii are mostly slightly lower than the theoretical data. Nevertheless, the agreement between the simulations and the
analytical predictions appears to be reasonable. The selection parameter, σ ∗, calculated from the simulations, is found to
be larger than the theoretical value of 0.1065, due to both lower tip velocity and radius obtained from the simulations. In
addition, the simulated σ ∗ is not a constant, but varies with the initial composition. The quantitative phase field simulations
performed by Ramirez and Beckermann also found a breakdown of the LGK selection criterion [19].

3.2. Dendritic growth in conjunction with forced convection

In the presentwork, for the simulation of dendritic growthwith forced convection, the buoyancy effect is ignored and thus
the force term in Eq. (1), Fi(x, t), is taken to be zero. The forced flow is generated by imposing a uniform inlet flow velocity
provided as Uin at the left-hand boundary. In addition, for the sake of simplicity, the thermal transport is not considered and
the temperature field inside the domain is considered to be uniform.

The model validation for dendritic growth with forced convection was performed by comparing the simulations with
the Oseen–Ivantsov solution [20], which establishes a relationship among the growth Péclet number PC ≡ VR/(2D), the
flow Péclet number Pf ≡ UR/(2D), and the driving force for growth (V : tip velocity, R: tip radius, U: flow velocity, D:
solute diffusivity). For the composition-driven dendritic growth of alloys during isothermal solidification, the driving force
is considered to be the dimensionless solutal supersaturation, ΩC . The Oseen–Ivantsov solution can then be expressed as

ΩC = PC exp

PC − Pf

 ∫ ∞

1
exp


−PCη + Pf

[
2 +

∫ η

1
g (ζ ) ζ−1/2dζ − η

]
η−1/2dη. (20)

The function g(ζ ) in Eq. (20) is defined as

g(ζ ) =

√
ζerfc

√
Reζ/2


+

√
2/(πRe) [exp(−Re/2) − exp(−Reζ/2)]

erfc
√

(Re/2)
 (21)

where Re ≡ UR/ν is the Reynolds number. Considering that theOseen–Ivantsov solutionwas originally derived based on the
convective dendritic growth in a pure substance, where only thermal transport is calculated, and that the thermal diffusion
is a two sided problem, we adopted an equal solid/liquid solutal diffusivity, i.e., Ds = Dl, for this particular simulation. The
simulations were performed for an Al-4.5 wt% Cu alloy with various inlet flow velocities and a constant melt undercooling
of 1T = 6.80 K in a rectangle domain {(x, y)|0 ≤ x ≤ L/2, 0 ≤ y ≤ L}, where L = 80 µm. The lattice space was
taken as 1x = 0.2 µm. The simulated steady-state tip equilibrium composition, C∗

l /C0, equals 1.506. The dimensionless
supersaturation can be calculated as ΩC = (C∗

l − C0)/[C∗

l (1 − k)] = 0.405. The steady-state velocity and radius of the
upstream tip, with various inlet flow velocities, were simulated and measured as described in Refs. [11,12]. The simulated
growth Péclet number and flowPéclet number can then be calculatedwith PC = VR/(2Dl) and Pf = UinR/(2Dl), respectively.
The comparison between the simulation and the analytical solution is given in Fig. 3. As shown, the simulated data of PC
versus Pf are very close to the profile of the Oseen–Ivantsov solution.

The present model was also applied to simulate the multi-dendritic growth behavior. Fig. 4 shows the simulated multi-
dendritic morphology of an Al-3.0 wt% Cu alloy. The figures on the upper row depict the pure diffusive dendrites and the
lower ones the convective dendrites growing from a forced flowing melt with an inlet flow velocity of Uin = 0.001m/s. The
calculation domain was divided into 400×400 elements, each with amesh size of 1.0µm. Initially, six seeds with randomly
preferred orientations were placed on the domain. The melt temperature was assumed to be uniform and cooled down
from the liquidus with a cooling rate of 10 K/s. Fig. 4 shows that fluid flow also plays a notable role in the growth of multi-
dendrites, particularly at the early stage of solidification. Melt flows, from left to right, smoothly along the small dendrites,
during which solute is transported from the upstream side to the downstream side of each dendrite. Asymmetric dendritic
features are thus produced. As the dendrites grow close to each other, the flow gradually fades away in the inter-dendrite
region.

To further examine the potential of the present model, a comparison is made between the present model and the ZS–NS
model, where the fluid flow is calculated using an NS solver. Fig. 5 presents the evolution of solid fraction calculated from
two models under the conditions of Fig. 4. As shown, two curves coincide well before the solid fraction is about Fs = 0.25.
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Fig. 3. The growth Péclet number as a function of the flow Péclet number (ΩC = 0.405).

Fig. 4. Evolution of multi-dendritic morphology without flow (upper row) and with a flow velocity of Uin = 0.001m/s (bottom row); Fs = 0.05, 0.35 and
0.85, from left to right.

Since the flow calculation did not converge when using the NS solver, the ZS–NS simulation could not be performed when
the solid fraction was above about 0.25. However, the present model can model the multi-dendritic growth until the solid
fraction reaches about 0.97. Moreover, the calculation time of the present model is about 40 min with Fs = 0.25 (PC Core 2
Duo, CPU-2.67 GHz), which is about twelve times faster than that achievedwith the ZS–NSmodel. Accordingly, it is apparent
that the presentmodel has the significantmerits of being computationally efficient and numerically stable for the simulation
of complex phase transformation problems during solidification in the presence of melt convection.

4. Conclusions

An LBM-based model is presented to model the dendritic growth of alloys with natural and forced convection. Instead of
continuum-based NS solvers, the kinetic-based LBM is used to numerically solve the coupled flow, solute, and temperature
fields. Based on the LBM calculated solutal and thermal fields, the evolution of the SL interface is determined according
to a local solute equilibrium approach. The model validations were performed by comparing simulations to analytical
predictions. The simulated upstream tip velocities and radii of the dendrite growing in a melt with natural convection are
found to agree reasonablywith the predictions of themodified LGKmodel that accounts for the effects of convection. For the
convective dendritic growth in a forced flow, the simulated growth Péclet number of the upstream tip, as a function of the
flow Péclet number, is very close to the Oseen–Ivantsov solution. The simulation results of single andmulti-dendritic growth
of binary alloys with natural and forced convection illustrate the nature of interaction among melt flow, solute and thermal
transport, and phase transition. The comparison with the ZS–NS model indicates that the present model is numerically
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Fig. 5. Comparison of the evolution of solid fraction calculated by the present model and the ZS–NS model.

more stable and computationally more efficient, as well as simpler to be implemented for the simulation of phase transition
problems incorporated with melt convection.
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